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POWER REQUIREMENTS  
1-P 10 Amp outlet 

Rated Current (Amps)  8.2

Separate circuit required  

EQUIPMENT TYPE  
Mobile Cooling Unit

FEATURES  
Runs from a Standard Power Point

Time Clock

PHYSICAL INFORMATION  
Height (mm)  820

Width (mm)  390

Length (mm)  600

Weight (kg)  39.6

AREA OF USE  
Industrial  

Commercial  

Manufacturing  

Emergency  

TECHNICAL INFORMATION  
Total cooling capacity (kW)  4.4

Heating capacity:  4.7

Stages  1

Refrigerant  R22 or 407C

PRODUCT SPECIFICATIONS

The mobile 4.4kW portable air conditioner 

is ideal to provide reverse cycle comfort in  

a small environment. 

Easily installed and with a user friendly 

touch pad control that allows temperature 

alteration at the touch of a button. 

The speed control settings allows the 

louvers to deliver conditioned air. Idea for 

medium sized offices, shared work pods / 

stations and professional suites.

ACCESSORIES 

DISTRIBUTION BOARDS

SINGLE PHASE
EXTENSION LEADS

SINGLE LANE
CABLE CROSSOVER

Dehumidification PowerVentilation

SYDNEY    I    MELBOURNE    I    BR I SBANE    I    PERTH    I    ADELA IDE    I    HOBART    I    CANBERRA

Cooling Reverse Cycle RefrigerationChillers Heating

1800 626 996www.aircon.com.au
F  1300 487 247    
E  info@aircon.com.au

CODE: 1POR-2001

4.4kW PORTABLE 
COOLING UNIT


