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200kW
WATER COOLED CHILLER

CODE: 1CHL-0201

ACCESSORIES

3 Phase Extension Leads

5 Lane Cross Over

Weather Proof Canopy

Unit Information

Serial Number:  M2018002343

Model Number:  30WG-190-A0022-PE VART

Condenser Type:  Water Cooled

Refrigerant:  R134a

Minimum Capacity:  10%

Power Requirements

3 Phase  

RLA (Amps):  93

FLA (Amps)  128.4

C/B:  130 Amps

IP23  *When installed outdoors use a canopy

Acoustics Information

Noise Level (at 1m) 60 dbA 

Physical Information

Operating Weight:  1134 kg

Unit Length:  2339 mm

Unit Width:  880 mm

Unit Height:  1574 mm

Technical Information

Cooling Capacity (kW):  186.3

Operating Range: -10 to 20°C

Cooling Power Input (kW):  38.64

Evaporator Water flow rate (l/s)  7.4

Condenser Water volume (Ltr)  9.8

Refrigerant:  R410A

Evaporator Information

Brazed plate heat exchange 

Fan Speed

Approx starting amps (with soft starter) 296 

Condenser Information

Type - Hermetic / Scroll:  4

- Number:  4

- MRC (A):  130

- LRA (A):  128

Refrigerant Charge (kg)

System 1:  12.1

System 2:   12.1

Cooling Chilled Water

Entering Temperature:  6°C

Leaving Temperature:   12°C

Number of Hoses

Flow:  1

Return:   1

Hose size (mm) 80

Indoor noise level at 1m 60

PRODUCT SPECIFICATIONS

FEATURES

u Water-to-water

u Aquasmart compatible

u Unit dedicated to air conditioning

u High efficiency

u Variable water flow pumps

u Low temperature down to -12°C


